
Lunghezza (mm) 6,0

Materiale acciaio zincato bianco 4.8

Diametro 5,0

passo 2,6

UNI 704

DIN 571

k (mm) 4,0

S (mm) 10,0

Descr. Normativa viti mordenti per legno testa esagonale

e (mm) 10,89

MATERIAL \ MATERIAL: TRATTAMENTO TERMICO \ HEAT TREATMENT: NOTE \ NOTES:

ESEGUITO DA \ DRAWN BY: TRATT. SUPERFICIALE\ SURF. TREATMENT: Rugosità superficiale generale:DATA:
General surface roughness:RIVIT

CONTROLLATO DA \ CHECKED BY: DATA:

HEAT TREATMENT (SURF) DEPTH                        [mm]:

NON SCALARE IL DISEGNOPROFONDITÀ TRATTAMENTO TERMICO (SURF) [mm]:

DO NOT RESIZE THE DRAWRIVIT

RIVIT
DATA: DUREZZA \ HARDNESS: FOGLIO\ SHEET:

PESO \ WEIGHT: Scale \ SCALE:

SHEET FORMAT:

CARTIGLIO \ FORMAT

A4
REVISIONE:FORMATO FOGLIO:

REVISION:

APPROVATO DA \ APPROVED BY:

Mod.P023_07
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DESCRIZIONE \ DESCRIPTION: CATEGORIA \ CATEGORY:
46976ZBTirafondo-mordente TE UNI 704/DIN 571 4.8 ZB  6x20

ITEM TECHNICAL CARD

This document is properties of RIVIT S.r.l. BOLOGNA - ITALY according to the law we reserve the right of ownership of this drawing with the prohibition to reproduce it whole or in parts and to notify it to third-party without our written authorization
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